
UNITED STATES OF AMERICA 
FEDERAL AVIATION AGENCY 

WASHINGTON, D.C. 

CIVIL AIR REGULATIONS AMENDMENT 20-15 
EFFECTIVE: APRIL 20, 1962 
ISSUED: APRIL 16, 1962 

I REG. DOCKET NO. 1161; AMDT. 20-13] 
PART 20—-PILOT AND INSTRUCTOR 

CERTIFICATES 
ELIMINATION OF THE 360° OVERHEAD 
APPROACH FROM GLIDER TRAINING 
PART 20 OF THE CIVIL AIR REGULATIONS 

AND THE MANUAL MATERIAL RELATED" THERETO-
PRESCRIBE THE STANDARDS APPLICABLE TO THE 
ISSUANCE OF PILOT AND INSTRUCTOR CER
TIFICATES WITH GLIDER RATINGS. SECTIONS 
20.95(B), 20.95-L(A)(3HIV), 20.104(D), 
20.105(B),. 20.105-1 (A) (3) (V), 20.121(A) 
<2>, AND 20.130-1 (D) C4)(V) REQUIRE, AS « 
PREREQUISITE TO A GLIDER RATING, RIGHT AND 
LEFT 360* APPROACHES FOR ACCURACY LAND
INGS. THIS AMENDMENT REPLACES THE 360* 
APPROACHES REQUIRED IN THESE SECTIONS FOR 
AERONAUTICAL SKILL AND FLIGHT TEST "WITH 
180° SIDE APPROACHES PERFORMED ONLY IN 
THE DIRECTION OF THE PRESCRIBED TRAFFIC 
PATTERN. IT ALSO REPLACES THE 360* AP
PROACHES IN THE EXPERIENCE REQUIREMENT* 
WITH 360* TURNS. 
PRIOR TO MARCH 1941, APPLICANTS TALCING 

FLIGHT TESTS IN POWERED AIRCRAFT WERE RE
QUIRED TO MAKE 360* APPROACHES FOR AC
CURACY LANDINGS. SINCE THERE WAS LITTLE 
TRAFFIC, AT MOST AIRPORTS, SUCH MANEUVERS 
PRESENTED ALMOST NO SAFETY PROBLEM. 
WITH INCREASED AIRPORT TRAFFIC, THE 360* 
APPROACH BECAME1 INCREASINGLY HAZARDOUS 
FOR POWERED AIRCRAFT, AND IT WAS ELIMI
NATED FROM THE FLIGHT TEST. THE GROWTH 
OF GLIDER TRAINING AND FLIGHT TEST ACTIVITY 
AND THE USE OF CONGESTED AIRPORTS FOR 
THESE ACTIVITIES HAVE ESTABLISHED THE NEED 
FOR A SIMILAR REGULATORY CHANGE IN THE 
REQUIREMENTS FOR A GLIDER RATING. 
A 360* RIGHT AND LEFT APPROACH REQUIRES 

THE GLIDER to BE OPERATED IN A DIRECTION 
OPPOSITE TO THE NORMAL, TRAFFIC PATTERN 
FLOW AT MANY AIRPORTS, THEREBY CRESTING 
A COLLISION HAZARD FOR OTHER AIRPORT TRAF
FIC. MOREOVER, EXPERIENCE WITH PILOT 
TRAINING IN POWERED AIRCRAFT WHERE THE 
180° SIDE APPROACH IN THE DIRECTION OF 
TRAFFIC IS USED INDICATES THAT PILOT PRO
FICIENCY IS NOT LESSENED by ELIMINATING 
THE 360* OVERHEAD APPROACH. EQUAL 
PILOT TECHNIQUE IS REQUIRED TO ACCOMPLISH 
EITHER MANEUVER. 
TO ACCOMPLISH THE FOREGOING CHANGE, 

THE SKILL AND. FLIGHT TEST REQUIREMENTS FOR 

A GLIDER RATING ON PRIVATE, COMMERCIAL, 
' AND FLIGHT INSTRUCTOR CERTIFICATES ARE 
BEING AMENDED TO SUBSTITUTE THE 180" 
APPROACH IN THE DIRECTION OF THE PRE
SCRIBED TRAFFIC PATTERN FLOW FOR THE 360* 
OVERHEAD RIGHT AND LEFT APPROACH. IN 
ADDITION, THE AERONAUTICAL EXPERIENCE RE
QUIREMENTS FOR GLIDER RATINGS ARE BEING 
CHANGED TO REQUIRE 360° TURNS, RATHER 
THAN 360° APPROACHES. 
SINCE THIS AMENDMENT RELIEVES A 

RESTRICTION AND IMPOSES NO ADDITIONAL 
BURDEN ON ANY PERSON, NOTICE AND PUBLIC 
PROCEDURE HEREON ARE UNNECESSARY, AND 
IT MAY BE MADE EFFECTIVE ON LESS THAN 30 
DAYS' NOTICE. 
IN CONSIDERATION OF THE FOREGOING. PART 

20 OF THE CIVIL AIR REGULATIONS (14 CPR 
PART 20) AND THE MANUAL MATERIAL RE
LATED THERETO ARE HEREBY AMENDED AS FOL
LOWS, EFFECTIVE APRIL 20, 1962: 
1. Sy AMENDING i 20.95(B) TO READ; 

§ 20.95 Aeronautical skill. 
• * * + • 

(B) AT LEAST TWO FLIGHTS, EACH OF WHICH 
SHALL INCLUDE A 130° APPROACH TO A LAND
ING, IN THE DIRECTION OF THE PRESCRIBED 
TRAFFIC PATTERN FLOW, LANDING EACH TIME 
WITHIN 200 FEET BEYOND A DESIGNATED LINE 
OR MARK; AND 
2. BY AMENDING i 20.95-1 <A) (3) UV) TO 

READ". 
«FI0.9S-l Private pilot flight test— 

gliders (FAA policies which apply to 
I 20.95). 

(A) Flight test items. * * • 
(3) * • * 
(LV) 180' APPROACHES TO LANDINGS IN THE 

DIRECTION OF THE PRESCRIBED TRAFFIC PATTERN 
FLOW, LANDING w!UHn 300 FEET BEYOND A DESIG
NATED LINE OR MARK. 
3. By AMENDING; }'20,104<D> TO READ: 

g 20.104 Aeronautical experience. 
• * * • • 

(D) 23 GILDER FLIGHTS, EACH OF WHICH WINCLUDE A 360° TURN. " 4. BY AMENDING T 20.105(B) TO READ: 
§ 20.105 AERONAUTICAL STILL. 

. • • « * 
(B) AT LEAST TWO FLIGHTS, EACH OF WHICH 

SHALL INCLUDE A 180° APPROACH TO A LAND
ING, IN THE DIRECTION OF THE PRESCRIBED 
TRAFFIC PATTERN FLOW, LANDING EACH TIME 
WITHIN 100 FEET BEYOND A DESIGNATED LINE 
OR MARK; 
5. BY AMENDING J 20.105-KA) <3) (V) 

TO READ: 
§20.105-1 COMMERCIAL PILOT FLIGHT TEST—GLIDERS (FAA POLICIES WHICH APPLY TO G 20.105). 
(A) Flight test items. * * * 
X3) * * * 
/̂(V> 1BO" APPROACHES to LANDINGS IN tile direction ot THE PRESCRIBED TRAFFIC PATTERN Cow, LANDING WITHIN-100 FEET BEYOND A DESIGNATED LINE OR MARK. 
6. BY AMENDING 120.121(A)(2) TO 

READ; 
,§•20.121 ADDITIONAL AIRCRAFT RATINGS. 
" * * * * * 
(A) Category rating. * " * 
(2) A PILOT HOLDING AN AIRPLANE OR 

ROTORCRAFT CATEGORY RATING WHO APPLIES 
FOR A GLIDER CATEGORY RATING SHALL HAVE 
ACQUIRED AT LEAST 2 HOURS OF FLIGHT IN
STRUCTION AND SOLO FLIGHT TIME IN GLIDERS 
WHICH SHALL INCLUDE AT LEAST 10 SOLO GLIDER 
FLIGHTS, EACH OF WHICH INCLUDES A S80" 
TURN, AND SHALL PASS AN APPROPRIATE FLIGHT 
TEST, 
T. BY AMENDING { 20.130-1 <D> «) (V) 

TO READ: 
§ 20.130—1 LIMITED FLIGHT INSTRUCTOR CER

TIFICATES (FAA POLICIES WHICH APPLY 
TO §20.130). 
* * * * * 

(d) Instructor PRACTICAL (EST ITEMS. » * * 
(4) Flight test—gliders, » * * 

(V) 180* APPROACHES TO LANDINGS IN THE DIRECTION OF THE PRESCRIBED TRAFFIC PATTERN FLOW, LANDING WITHIN 100 IEET BEYOND A DESIGNATED UNA OR MARK, (Sees. SlS(a|, SOI, 802; 73 Stat. 753, 775, 776; tttTjS.c. 1SS4,1431.1433) 
ISSUED IN WASHINGTON, D.C., ON APRIL 

16, 1962. 
N. E, HaLaEy, 
ADMINISTRATOR, 

[P.H. Doe. 02-3363; Plied, Apr. It, M2; 8:48 A.rii.] 
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